






PANORAMIC P 40.17
TECHNICAL DATA
P 40.17

P40.17PANO RAMIC

A

E

CB D

F

P

S

R

H

M

� Standard. � Option.
Performance fi gures refer to the machine equipped with forks, operating on stabilisers.

 

CHARACTERISTICS AND PERFORMANCE P 40.17

Total weight unladen, with forks (kg) 10350

Maximum load capacity (kg) 4000

Maximum lift height (m) 16.7

Maximum forward reach (m) 12.5

Lift height at maximum load capacity (m) 8.1

Forward reach at max. load capacity (m) 4

Load capacity at maximum height (kg) 2500

Load capacity at max. forward reach (kg) 500

Boom side-shift (mm) ±435

Frame levelling (%) ±10

Turbo diesel engine (make/cylinder) Perkins/4

Tier 3 engine power (kW/HP) 74.5/101

Speed in 1st gear range (kph) 16

Speed in 2nd gear range (kph) 40

Hydro-pneumatic suspension EAS �

Hydro-pneumatic suspension BSS -

Fuel capacity (l) 150

Hydraulic gear pump (bar-l/min) -

Load-Sensing hydraulic pump (bar-l/min) 210-115

Hydraulic oil capacity (l) 140

Electrical circuit (V) 12

Battery (Ah) 100

FOPS (ISO 3449) and ROPS (ISO 3471) cab �

Hydraulic lever controls �

Electro-mechanical joystick controls �

Electronic joystick controls �

Tac-Lock attachment coupling �

Auxiliary boom hydraulic service �

Hydrostatic transmission �

Finger-Touch direction reversing control �

Inching Control �

Permanent four-wheel drive �

Automatically locking parking brake �

Manual battery isolator �

Tyres 405/70-24

Four cab working lights (2 f. + 2 r.) �

Differential lock (front + rear or rear only) �

Manual air conditioning system �

DIMENSIONS

A (mm) 5795 H (mm) 2400

B (mm) 1505 M (mm) 995*

C (mm) 2875 P (mm) 2510

D (mm) 1315 R (mm) 4050

E (mm) 4790 S (mm) 5110

F (mm) 480 *Internal length useful.
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P 40.17 WITH FORKS ON STABILIZERS

P 40.17 WITH FORKS ON TYRES







The Merlo telehandlers described in this document may feature optional or special equipments which are not part of the standard 
equipment and are supplied upon request. Not all models or versions are available in all countries, due to regulatory restrictions. 

Information and technical data are those available at the time of printing. 
Merlo reserves the right to modify and update the contents of this document following technological evolution. 

For further information on models and their equipment please contact your Merlo dealer. 
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MERLO S.P.A.

Via Nazionale, 9 - 12010 S. Defendente di Cervasca - Cuneo - Italia 

Tel. +39 0171 614111 - Fax +39 0171 684101

www.merlo.com - info@merlo.com


