
lighting towers

VERTICAL TELESCOPIC MAST

8.5 m MAX EIGHT

LIFETIME WARRANTY

350˚ MAST ROTATION

ADJUSTABLE FLOODLIGHT

RATED OUTPUT:    3.5kVA - 230V

OUTLET SOCKET:  1.3kVA - 230V

GALVANIZED METAL BODY

80 µm POWDER COATING 

FUEL CONSUMPTION 0.55 l/h

145 hs. RUNNING TIME

KUBOTA Z482, 2 CYL. ENGINE

1500 RPM LIQUID COOLED

4X300 W LED LAMPS

4500 m² ILLUMINATED AREA

GUARANTEED  50.000 hrs
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lighting towers
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Kubota Z482 - 2 cyl - liquid cooled
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Dimensions min.                    
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Floodlight

Lamps

Wind stability

Options

Model

Frequency

Degree of protection / Insulation

Rated output

Auxiliary outlets

Model
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r.p.m.

Noise Level

Tank capacity

Running time

Fuel consumption

FEATURES

ALTERNATOR

ENGINE

ROUGH DIMENSIONS & WEIGHT

40‘‘ HC container

16 units 10 m range

20 m range

50 m range

100 m range (5 lux min.)

Indice

MODIFICHE

Peso Kg

Disegno N. :

Disegnato con 

Finitura :

Materiale :

Tratt.Termico:

Descrizione :

Scala:

Data:

Firma:

Visto:

- Non sono ammesse modifiche o variazioni manuali.

Dimensioni lineari e angolari riferimento UNI EN ISO 2768
Tolleranze Generali: Pressofusione Js11;Conchiglia J13;Getti fusi o lavorati ±0.5
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5 LUX MIN.
11 units per truck


