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Minimum space - Maximum capacity

With a load capacity of 600 kg. Winlet 600 is  

designed to handle heavier windows, sheet glass 

and other airtight material in the construction  

industry. 

The Winlet 600 has 4 hydraulic functions and a  

vacuum swivel.

High precision and power

The unique adjustment options for the suction cups 

and the linear movements at the front make the 

Winlet 600 an obvious choice for installation jobs 

where precision is important, while enabling items 

of up to 600 kg to be handled without back strain.

The powerful wheel drive makes Winlet 600 ideal 

not only indoors but also in outdoor terrain.

Winlet
600
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REACH DIAGRAM PICKUP AND PLACE DIAGRAM

SPECIFICATIONS*
EXTERNAL LENGTH                                                                            1.580 MM

EXTERNAL WIDTH                                                                                860 MM

MAX LOAD                                                                                            600 KG

MAX LOAD AT MAX EXTENSION                                                            300 KG

MAX SIDE MOUNTED LOAD                                                                   300 KG

TOTAL WEIGHT excl. counterweights                                                                                     865 KG  

TOTAL WEIGHT incl. counterweights                                                                                   1.060 KG

EXTENSION MIN/MAX- front bumper to suction cup                     600 MM / 1300 MM

MAX LIFTING HEIGHT - to center of lifting yoke                                                        3.300 MM

SIDE SHIFT                                                                                             90 MM

HYDRAULIC FINE LIFT ON ARM                                                            190 MM

TILT FUNCTION OF THE FRONT - Horizontal arm                BACK: 30° FORTH: 86°

ROTATION                                                                                           ENDLESS

SUCTION CUPS                                                                            4 X Ø360 MM

BATTERIES                                                                                        2 X 95 AH

MAX SPEED                                                                                          0-5 KPH

* The dimensions are indicative and may vary +/- 10mm. The photographs and/or drawings in this document are for illustrative purposes only.

Max. side load 300 kg


